
Quick Ship
York offers quick shipment on a select range of Affinity Compact Series units to support a growing demand for 
replacement water source heat pumps. This program currently allows a maximum of 6 units of any one size and voltage 
with a maximum of 20 total units in one order and is available with the configurations and options listed inside.

Quick Ship Program

Affinity Compact Series

Premium efficiency in a cabinet footprint that rivals  
lower efficiency water source heat pumps
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•	 Vertical or Horizontal cabinets
•	 Left or Right return air
•	 Discharge Air: top (vertical), end or side discharge (horizontal)
•	 Sizes: Single Speed: 012, 015, 018, 024, 030, 036, 042, 048, 060, 070
	   Dual Capacity: 026, 038, 049, 064, 072
•	 Voltages: 208-230/60/1, 265-277/60/1, 208-230/60/3, 460/60/3
•	 Blower motor options: 5-Speed ECM (015-072) 

Variable Speed Constant Torque ECM (012)

•	 All-Aluminum Air Coil
•	 4-Sided Filter Rack
•	 Optional Sound Kit
•	 Optional Electrical Disconnect
•	 Optional Stainless Steel Condensate Drain Pan
•	 Optional 2-way Internal Water Valve

Affinity Compact Series Configuration Options
Maximum of 6 units per size and voltage with a total of 20 units per order  
(call customer service if a higher quantity is needed)

Nomenclature

Brand
Y = �York

Model
5 = �500 Series

Type
A = �Water-to-Air

Cabinet Configuration
V = Vertical
H = Horizontal

Unit Capacity
012, 015, 018, 024, 030 
036, 042, 048, 060, 072

Refrigerant
B = R454B

Compressor Type
D = Two Stage Scroll (018-072)
S = Single Stage Scroll (024-072)
R = Rotary (012-018)

Voltage
0 = 208-230/60/1
2 = 265-277/60/1
3 = 208-230/60/3 
4 = 460/60/3

Vintage
* = Factory Use

Refrigerant Option
N = None
 
Blower Motor Options
1 = Variable Speed ECM Blower (015-072) 
2 = High Static Variable Speed ECM Blower  
      (036, 038, 042, 048)  
4 = 5-Speed ECM Blower (015-072) 
6 = Variable Speed Constant Torque ECM Blower (012)

Water Coil Options
D = Insulated Copper 
P = Insulated CuproNickel
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Non-Standard  
Options

SSS = None

Drain Pan  
Options

0 = Composite,  
No Secondary Connection

2 = Stainless Steel,  
No Secondary Connection

Air Coil Option
 1 = All-Aluminum, Uncoated

 
Cabinet Option

0 = Unpainted Cabinet, Filter Rail  
2 = Unpainted Cabinet,  

4 = Sided Filter Rack
  

Water Control Option
N = None 

 V = 2-Way Valve

Electrical Option
 N = None

 D = Disconnect only
 

Controls Option
A = Standard, None  

E = AuroraTM with BACnet

Sound Kit
A = None

B = Sound Kit

Return Air Configuration
L = Left  

R = Right

Discharge Air Configuration
T = Top (Vertical) 

E = End (Horizontal) 
S = Side (Horizontal)
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Model A B C

012 22.5 22.2 30.2

015 - 018 22.5 26.2 40.2

024 - 030 22.5 26.2 44.2

036 - 038 25.5 31.2 44.2

042 - 049 25.5 31.2 48.2

060 - 072 25.5 31.2 52.2

Model A B C

012 22.5 35.0 17.2

015 - 018 22.5 42.0 19.2

024 - 030 22.5 45.0 19.2

036 - 038 22.5 48.0 21.2

042 - 049 25.5 53.0 21.2

060 - 064 25.5 61.0 21.2

070 - 072 25.5 68.0 21.2
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